J5he 

Pittsburgh 
Plate Glass 
Company 

with large, well assort- 
ed stocks and complete 
equipment assures 
prompt service from 
their 55 distributing 
warehouses. 

Paints for all purposes 
can be obtained from 
the following points- - 



Akron, Ohio 
Albany, N. Y. 
Atlanta, Ga. 
Baltimore, Md. 
Birmingham, Ala. 
Boston, Mass. 
Brooklyn, N. Y. 
Buffalo, N. Y. 
Charlotte, N. C. 
Chicago, IU. 
Cincinnati, Ohio 
Cleveland, Ohio 
Columbus, Ohio 
Dallas, Tex. 
Davenport, Iowa 
Denver, Colo. 
Des Moines, Iowa 
Detroit, Mich. 
Ft. Worth, Texas 



Lob Angeles, Cal. 
Louisville, Ky. 
Memphis, Tenn. 
Milwaukee, Wis. 
Minneapolis, Minn. 
Mount Vernon, N. Y. 
Newark, N. J. 
New Haven, Conn. 
New Orleans* La. 
Omaha, Neb. 
Oklahoma City, Okla. 
Philadelphia, Pa 
Pittsburgh, Pa. 
Portland, Ore. 
Rochester, N. Y. 
San Antonio, Tex. 
San Francisco, Calif. 
Savannah, Oa. 
Seattle, Wash. 



Grand Rapids, Mich. Shreveport, La. 



Harrisburg, Pa, 
High Point, N. C. 
Houston, Tex. 
Indianapolis, Ind. 
Jacksonville, Fla. 
Kansas City, Mo. 
Long Island City.N. Y.Tulsa, Okla 
Washington, D. C. 



Springfield, Mass. 
St. Louis, Mo. 
St. Paul, Minn. 
Syracuse, N. Y. 
Tampa, Fla. 
Toledo, Ohio 




rotets 




-Pittsburgh- 
Plate Glass Co. 

Pai nt -Varnish - Lacque r 
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The Gurley Comstock Corp., 
14-18 Elizabeth St., 
Utica, N. Y. 
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Filigreed Velumina 
Finishes 

THIS is the latest style in 
wall decoration, and the 
advantage of the Filigreed 
Velumina finish lies in its sim- 
plicity. Velumina Flat Wall 
Paint is the only paint prod- 
uct it is necessary to use. The 
Filigreed method of Velumina 
wall decoration brings this 
style of finish within reach of 
all because of its economy and 
the simplicity of its applica- 
tion. After the ground coats, 
applied according to direc- 
tions on the label, proceed as 
follows: 

Direction for Producing 
Filigreed Style of Finish 

An ordinary, inexpensive sponge is 
the tool used in producing the Fil- 
igreed effect. A slice should be cut 
from the bottom of the sponge, so 
as to get an even, flat surface. Im- 
merse the sponge in water so as to 
open the pores. Then wring it out 
until it is apparently dry. 

Pour a quantity of Velumina 
into a shallow receptacle, such as a 
pie plate, and immerse the flat sur- 
face of the sponge. 

Tap sponge on a testing board 
to remove the superfluous paint 
material, and proceed by tapping 
the wall, using the same motion as 
when stippling with a brush. 

Care should be taken to see that 
the sponge does not absorb too 
much paint. To guard against this, 
wash it out occasionally in benzine 
or turpentine. It is important that 
the pores of the sponge be kept open 
so as to produce an even filigreed 
pattern. 

When a two color filigreed pattern 
is used, the second color can be applied 
over the first as soon as it has set. 
It is not necessary that the surface 
be entirely dry. 



The 
Artistic 
Non-Absorbent 
Hygienic 
Velvet-Like 

Flat 
Wall Finish 




(Reg. U.S. Pat. Off.) 



The Oil Flat Wall Paint 



Velumina is not "just anoth- 
er" Flat Wall Paint. Velumina 
has special merit which makes 
this paint different and distinc- 
tive from all other Flat Wall 
Finishes. 

Velumina is an Oil Paint and 
dries without gloss or glare, yet 
the coating is not a dead flat. It 
has the velvet-like softness of 
mural painting, so desirable for 
interior decoration. 

Velumina being an Oil Paint, 
does not "set up" quickly, so 
that large areas can be finished 
without the danger of showing 
brush marks or laps. 

Velumina colors are decidedly 
permanent and will hold well in 
color behind wall decorations. 
An endless variety of tints and 
colors may be secured by inter- 
mixing Velumina colors, or by 
tinting with pure colors in oil. 

Walls finished with Velumina 
do not receive merely a deposit 
of brittle pigment, but are cov- 
ered with a tough, elastic paint 
film, and, after long use, a 
Velumina surface is in good 
condition for decorating. 

Velumina can be washed. 



8 PEARL GRAY 



15 IVORY 



10 SILVER GREEN 



26 WARM GRAY 



23 OYSTER GRAY 

AI 
1 Vv 



24 MAUVE 




Filigreed Velumina 
Finishes 

T HIS 



Digitized by 





INTFRNATIONAI 

ASSOCIATION 

FOR 
PRESERVATION 
TECHNOLOGY, 
INTERNATIONAL 
www.apti.or g 



BUILDING 
TECHNOLOGY 
HERITAGE 
LIBRARY 



httBs://archive. org/details/buildingte chnology heritagelibrary 



From the collection of: 

Jablonski Building Conservation 

ww w.jbconservation.com 



is used, tne seconu 
over the first as soon as it has set. 
It is not necessary that the surface 
be entirely dry. 



